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17 SANITARY COMPARTMENT FOR PEOPLE WITH AMBULANT DISABILITIES 
17.1 GENERAL 
Sanitary compartment for people with ambulant disabilities shall be in accordance with Figures 53(A) and 53(B). 
 
17.2 GRABRAILS 
Grabrails shall be installed in accordance with Clause 17 and Figure 53(A). 
 
17.3 DOORS 
Doors to sanitary compartments for people with ambulant disabilities shall have openings with a minimum clear width 
of 700 mm, and shall comply with Figure 53(B). 
Doors shall be provided with an in-use indicator and a bolt or catch. Where a snib catch is used, the snib handle shall 
have a minimum length of 45 mm from the centre of the spindle. In an emergency, the latch mechanism shall be 
openable from the outside. 
 
17.4 SIGNAGE 
Sanitary compartment for people with ambulant disabilities shall be identified by symbol or words, as specified in 
Clause 19. 
 
17.5 COAT HOOK 
A coat hook shall be provided within the sanitary compartment and at a height between 1350 mm to 1500 mm from 
the floor. 
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18 GRABRAILS 
Grabrails shall comply with the following: 
(a) Grabrails shall be not less than 30 mm and not more than 40 mm outside diameter; or they shall have a sectional 
shape within the limits of 30 mm to 40 mm diameter. 
(b) Exposed edges and corners of grabrails shall have a radius of not less than 5 mm. 
(c) The fastenings and the materials and construction of grabrails shall be able to withstand a force of 1100 N applied at 
any position and in any direction without deformation or loosening or rotation of the fastenings or fittings. 
(d) The clearance between a grabrail and the adjacent wall surface or other obstruction shall be not less than 50 mm 
and not more than 60 mm. The clearance above a horizontal grabrail shall extend above the top of the 
grabrail by not less than 600 mm. The clearance below a horizontal or angled rail shall be a minimum of 50 mm except 
at fixing points. 
(e) Grabrails shall be fixed so that there is no obstruction to the passage of the hand along the top 270° arc of 
horizontal and angled grabrails. There shall be no obstruction to the passage of the hand for the full length of vertical 
grabrails. 
 
19. SIGNAGE 
19.1 FORM OF SIGNS 
The BCA contains requirements for Braille and tactile signage in Specification D3.6. 
Where signs are required, the form of signs shall be as follows: 
(a) Where required, raised tactile and/or Braille signage shall be provided as follows: 

(i) Sanitary facilities shall be identified with the following: 
(A) Raised and visual versions of the international symbol of access. 
(B) Raised and visual versions of the male and female symbols. 
(C) Raised text that shall be in title case (e.g. Male Toilet). 
NOTE: Title case has the first letter of each word capitalized and the rest are lower case. Short 
articles, prepositions and conjunctions are not capitalized. 
(D) Braille that fully describes the visual information displayed by symbols and raised text. 

NOTES: 1 For example, a sign for a male accessible toilet will include the words Male Toilet as 
visual, raised text and Braille as well as the raised visual male symbol. 
2 An example of a sign is given in Figure 9(a). 

(ii) Signs for unisex accessible facilities shall be provided with the letters LH or RH to indicate a left-    hand or 
right-hand side transfer onto the WC pan. The minimum font size shall be 20 mm san serif. 

NOTES: 1 An example of right-hand side (RH) transfer is shown on Figure 9(a). 
2 Helvetica and Arial are san serif fonts. 

(iii) Entry doors to airlocks serving areas containing sanitary facilities shall be identified by the use of raised 
text and Braille, together with raised and visual symbols identifying each sanitary facility within. 

NOTES: 1 One symbol for each facility need only be used. 
2 Where the facilities for male and female are separate, a dividing line should be placed 

between each symbol. 
(b) Elements of a sign shall be set out singularly, or in a modular form. NOTE: Examples of modular form are shown in 
Figures 9(a), 9(d), 9(e) and 9(f). 
(c) Elements of a sign shall be arranged horizontally or vertically and shall include raised text and Braille, together with 
raised and visual symbols. Where words are used, they shall be displayed horizontally. 
NOTE: Other symbols may be used in association with the text. 
(d) Facilities shall be identified by the use of raised text, Braille, and symbols if required. The identification shall be 
between 1200 mm and 1600 mm above finished floor levels. 
(e) A sanitary compartment for people with ambulant disabilities shall be identified in accordance with Figure 9(c). 
Braille shall be Unified English Braille (UEB), Grade 1, uncontracted, and shall be in accordance with the technical 
specifications set out by the Australian Braille Authority (ABA). Braille numerals shall be preceded by a Braille numerical 
sign. The International Symbol of Access and the International Symbol for Deafness (see Clause 8.2.2) may be used 
without without raised explanatory text such as ‘accessible’ or ‘hearing loop installed’  
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19.2 SYMBOLS INDICATING ACCESS FOR PEOPLE WITH DISABILITIES 
19.2.1 INTERNATIONAL SYMBOL OF ACCESS 
The form of the international symbol of access shall be as follows: 
(a) The symbol of access shall consist of two elements: a stylized figure in a wheelchair pointing to the right on a plain 
square background. 
(b) The proportional layout of the symbol of access shall be in accordance with Figure 10. 
(c) The colour of the Figure shall be white on a blue background in accordance with Figure 11. The blue shall be B21, 
ultramarine, of AS 2700, or similar. 
(d) For signs indicating the direction to a facility, an arrow shall be used in combination with the international symbol of 
access. 
NOTE: Signs identifying a facility may be used either with or without directional arrows. 
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How to Install Braille and Tactile Signs | Installation Height 

 Signage must be provided next to each toilet airlock door to identify the locations of the accessible toilets, 
male toilets, female toilets (and ambulant toilets for use by both male and females). 

 Accessible signage must include Braille and tactile characters next to the door of each unisex accessible toilet. 

 Accessible toilet signage must include the International Symbol of Access (i.e. the wheelchair symbol). 

 The International Symbol of Access symbols on accessible toilet signs must be a white colour on a blue 
background. 

 All Braille & tactile characters on signs are to be located between 1200mm and 1600mm above the floor level. 

 Where accessible toilet signs just have a single line of text they must have the Braille and tactile characters 
located between 1250mm and 1350mm above floor level. 

 Braille & tactile signs are to be installed on the wall on the latch side of each accessible toilet door, and 
between 50mm and 300mm from the architrave. 

 Where the facility includes a shower it should provide a pictogram representing the shower within the facility. 

 The “LH” or “RH” on each accessible toilet sign indicates the direction of transfer from a wheelchair to the 
toilet seat. For example, if one were to: 

o Transfer to the right onto the toilet seat with the grabrail on the wall on one’s right hand side this 
would be a “RH”. 

o Transfer to the left onto the toilet seat with the grabrail on the wall on one’s left hand side this would 
be a “LH”. 

 

o  
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20 SWITCHES AND GENERAL PURPOSE OUTLETS (POWER POINTS) 
20.1 General 
All switches and controls on an accessible path of travel, other than general purpose outlets, shall be located not less 
than 900 mm nor more than 1100 mm above the plane of the finished floor and not less than 500 mm from internal 
corners except where on the architrave on the latch side as shown in Figure 37. 
 
20.2 Accessible sole-occupancy units and accessible sanitary facilities 
Rocker action and toggle switches shall be provided and have a minimum dimension of 30 mm × 30 mm. Push-pad 
switches shall have a minimum dimension of 25 mm in diameter. 
General purpose outlets shall be located not less than 600 mm nor more than 1100 mm above the plane of the finished 
floor and not less than 500 mm from internal corners. 

 
21 SANITARY FACILITIES 
21.1 General 
The facilities described in this Clause may be used as individual modules, in mirror image configurations or in a 
combined form, as specified in Clause 21.6. 
 
21.2 Accessible unisex sanitary facilities 
21.2.1 Water taps 
Water taps shall comply with the following: 

(a) Taps shall have lever handles, sensor plates, or other similar controls. 
(b) Lever handles shall have not less than 50 mm clearance from an adjacent surface. 
(c) Where separate taps are provided for hot and cold water, the hot water tap shall be placed to the left of the 
cold water tap for horizontal configurations, or above the cold water tap for vertical configurations. 
(d) Where hot water is provided, the water shall be delivered through a mixing spout. 
 

21.2.2 WC pan clearances 
WC pan clearances, including set-out, seat height and seat width shall be as shown 

(a) in Figure 38. 
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21.2.3 Seat 
A toilet seat shall be provided on accessible toilets. The toilet seat shall— 

(a) be of the full-round type, (i.e., not open fronted) and with minimal contours to the top surface; 
(b) be securely fixed in position when in use; 
(c) have seat fixings that create lateral stability for the seat when in use; 
(d) be load-rated to 150 kg; and 
(e) have a minimum luminance contrast of 30% with the background (e.g., pan, wall or floor against which it is 
viewed). 
 

21.2.4 Backrest 
A backrest shall be provided on accessible toilets. The backrest shall— 

(a) be capable of withstanding a force in any direction of 1100 N; 
(b) have a height, at the lower edge of backrest to the top of the WC seat, of 120 mm to 150 mm, as shown in 
Figure 39(a); 
(c) have a vertical height of 150–200 mm and a width of 350–400 mm, as shown in Figure 39(a); and 
(d) the front edge of the centre of the backrest be positioned to achieve an angle of between 95° to 100° back 
from the seat hinge (Figure 39(b)). 
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21.2.5 Flushing control 
Flushing controls shall be user activated, either hand operated or automatic. Where hand-operated flushing controls 
are used, they shall be located within the zone shown in Figure 40, or centred on the centre-line of the toilet, wholly 
within the vertical limits of that zone. The position of the flushing control within this zone shall not be within the area 
required for any grabrails or backrest. The flushing control shall be proud of the surface and shall activate the flush 
before the button becomes level with the surrounding surface. 
 

 
21.2.6 Toilet paper dispenser 
The outlet for the toilet paper dispenser shall be located within the zone specified in Figure 41. 
The toilet paper dispenser shall not encroach upon the clearance space required around the grabrail specified in Clause 
21.2.7. 
 
21.2.7 Grabrails 
Where a concealed or high-level cistern or flush valve is used, a continuous grabrail, as specified in Clause 18, shall be 
provided across the rear wall and side wall nearest the WC pan, as shown in Figure 42. Where a low-level non-
concealed cistern or flush valve is used, the grabrail shall be terminated at each side of the cistern, as shown in Figure 
42. 
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21.2.8 Circulation space 
21.2.8.1 General 
For each WC, the unobstructed circulation space from the finished floor to a height of not less than 2000 mm shall be 
as shown in Figure 43, except for the following, which are allowed to intrude into the circulation space: 

(a) The toilet paper dispenser (see Clause 21.2.6). 
(b) Grabrails (see Clause 21.2.7). 
(c) Washbasin limited to 100 mm intrusion as shown in Figure 43. 
(d) Hand dryers and towel dispensers. 
(e) Soap dispensers (see Clause 21.4.3). 
(f) Shelves (see Clause 21.4.2). 
(g) Wall cabinets, where provided, which shall not protrude more than 150 mm into the circulation space. The 
mounting of wall cabinets shall be at least 900 mm above floor level and the top shelf shall be a maximum of 
1250 mm above floor level. 
(h) Clothes hanging devices (see Clause 21.4.4). 
(i) Portable sanitary disposal unit as shown in Figure 43. 
(j) Other wall mounted fixtures, such as dispensing units and sharps disposal units, which shall have 900 mm 
minimum height clearance from the finished floor level and a maximum projection of 150 mm from finished 
wall surface. 
The overlapping of circulation spaces shall be in accordance with Clause 21.6. 
 

21.2.8.2 Baby change tables 
Where installed, baby change tables shall— 

(a) not encroach into the circulation space of any other toilet facility when in the folded up position; and 
(b) have a maximum height of 820 mm and a minimum clearance underneath of 720 mm when in the open 
position. 
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21.2.9 WC doors 
WC doors may be either hinged or sliding. WC doors shall comply with the following: 

(a) Outward-opening doors shall have a mechanism that holds the door in a closed position without the use of 
a latch. 
(b) Doors shall be provided with an in-use indicator and a bolt or catch. Where a snib catch is used, the snib 
handle shall have a minimum length of 45 mm from the centre of the spindle. In an emergency, the latch 
mechanism shall be openable from the outside. 
(c) The force required to operate the door shall be in accordance with Clause 13.5.2(e). 
(d) Door handles and hardware shall be in accordance with Clause 13.5. 
 



Accessible details for 20 Narrand Street Darlington Point NSW 2706 

20 
 

21.2.10 Washbasins for unisex accessible sanitary facilities 
A hand-washing facility shall be provided inside the toilet cubicle and shall form part of the accessible unisex facility 
(see Clause 21.3). 
 
21.3 Washbasins 
21.3.1 General 
The installation of washbasins shall comply with the following: 

(a) The washbasin shall be outside the pan circulation space as shown in Figure 43. 
(b) Water taps shall comply with Clause 21.2.1. 
(c) Exposed hot water supply pipes shall be insulated or located so as not to present a hazard. 
(d) The projection of the washbasin from the wall and the position of taps, bowl and drain outlet shall be 
determined in accordance with Figures 44(A) and 44(B). 
(e) Water supply pipes and waste outlet pipes shall not encroach on the required clear space under the 
washbasin. 

For each washbasin fixture, the unobstructed circulation space shall be as shown in Figure 46. The washbasin fixture 
and its fittings are the only fixtures permitted in this space. 
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21.4 Fixtures and fittings within a sanitary facility 
21.4.1 Mirrors 
In all sanitary facilities, the mirror shall be located either above or adjacent to the washbasin. 
Where provided, a vertical mirror with a reflective surface not less than 350 mm wide shall extend from a height of not 
more than 900 mm to a height of not less than 1850 mm above the plane of the finished floor. Where provided, a 
second vertical mirror shall extend from a height of not less than 600 mm to a height of not less than 1850 mm above 
the plane of the finished floor. 
NOTE: Angled or tilted mirrors should not be used since they do not work for all users or accessible facilities. 
 
21.4.2 Shelves 
Shelf space shall be provided adjacent to the washbasin in one of the following ways: 

(a) As a vanity top at a height of 800 mm to 830 mm and a minimum width of 120 mm and depth of 300 mm to 
 400 mm without encroaching into any circulation space. 

(b) As a separate fixture— 
(i) within any circulation space at a height of 900 mm to 1000 mm with a width of 120 mm to 150 mm and 
length of 300 mm to 400 mm; and 
(ii) external to all circulation spaces at a height of 790 mm to 1000 mm with a minimum width of 120 mm and 
minimum length of 400 mm. 
 

21.4.3 Soap dispensers, towel dispensers and similar fittings 
Where provided, soap dispensers, towel dispensers, hand dryers and similar fittings shall be operable by one hand, and 
shall be installed with the height of their operative component or outlet not less than 900 mm and not more than 1100 
mm above the plane of the finished floor, and no closer than 500 mm from an internal corner. 
 
21.4.4 Clothes-hanging devices 
A clothes-hanging device shall be installed 1200 mm to 1350 mm above the plane of the finished floor and not less than 
500 mm out from any internal corner. 
 
21.4.5 Sanitary disposal unit 
Where provided, the sanitary disposal unit shall be located as follows: 

(a) Portable unit as shown in Figure 43. 
(b) Recessed unit within 500 mm from the pan. 
 

21.4.6 Switches and general purpose outlets 
Where provided near the washbasin, switches and general purpose outlets shall be located in accordance with Clause 
20 and as close to the shelf or worktop as practicable. 
 
21.5 Showers 
21.5.1 General 
The general requirements for showers are as follows: 

(a) Shower recesses and the circulation space for each shower recess from the finished floor to a height of not 
less than 900 mm shall be as shown in Figure 47. Grabrails, shower hose fittings; taps, soap holder, shelf (if 
provided) and the folding seat are the only fixtures permitted in these spaces. 
(b) Shower recess fittings shall be provided as shown in Figures 47 and 48. Not less than two clothes-hanging 
devices, as specified in Clause 21.4.4, shall be fitted outside the shower recess. One such device shall be 
located within 400+/-10 mm and the other within 600 +/-10 mm of the folding seat. 
(c) If two or more shower recesses are provided, at least one shall be of the opposite hand. 
 

21.5.2 Floor and waste outlet 
The requirements for the floor and waste outlet are as follows: 

(a) The floor of the shower recess and associated circulation space shall be self-draining and without a step-
down, raised step kerb or hob at the entry to the recess. 
(b) The waste outlet for the shower shall be provided in accordance with Figure 47. 
(c) The slope of the floor of the shower recess shall have a gradient between 1 in 60 and 1 in 80, as shown in 
Figure 49. 
(d) The slope of floor of the remainder of the sanitary facility shall have a gradient between 1 in 80 and 1 in 
100, as shown in Figure 49. 
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21.5.4 Grabrails 
Grabrails, as specified in Clause 18, shall be fixed on the walls in the positions shown in Figures 47 and 48. Taps, soap 
holder and shower head support grabrail, as shown in Figures 47 and 48 may encroach into the 600 mm clearance 
above the grabrail required by Clause 18(e). 
 
21.5.5 Shower head support grabrail 
A shower head support grabrail, as specified in Clause 17, shall be fixed on the wall in the position shown in Figure 48. 
 
21.5.6 Shower head 
A hand-held shower head shall be provided, which shall have a flexible hose of a minimum length of 1500 mm. 
An adjustable shower head holder shall be provided to support the shower head and shall— 

(a) be installed on the shower head holder support grabrail as shown in Figure 48; 
(b) allow the graspable portion of the shower head to be positioned at various angles and heights; 
(c) allow the graspable portion of the shower head to be located at heights between 1000 mm and 1800 mm 
above the plane of the finished floor; and 
(d) allow access and adjustment from a seated position. 
 

21.5.7 Soap holder 
The soap holder shall be located within the zone shown in Figure 48. 
 
21.5.8 Taps 
Taps, as specified in Clause 15.2.1, shall be located within the zone shown in Figure 48. 
 
21.5.9 Folding seat 
A foldable seat shall be provided inside the shower recess, as shown in Figures 47 and 48, and shall— 

(a) be self-draining; 
(b) be slip-resistant; 
(c) have front corners that are rounded to a radius of 10 to 15 mm; 
(d) have top edges that are rounded with a minimum radius of 2 to 3 mm; and 
(e) shall fold in an upwards direction and when folded the grabrail shall be accessible. 

Where drainage is provided by holes or slots in single unit seats or by gaps between slats in compound seats, the 
diameter of the holes, the width of the slots and the gaps between slats shall be between 4 to 6 mm. 
The fastenings, materials and construction of the seat shall be able to withstand a force of 1100 N applied at any 
position and in any direction without failing or loosening of fastenings. 
 
21.5.10 Clothes hanging devices 
Two clothes hooks shall be installed within reach of the shower seat, as shown in Figure 47. 
 
21.6 Circulation spaces in accessible sanitary facilities 
The circulation spaces in accessible sanitary facilities shall be in accordance with Clause 21.2.8 and Figures 43 to 47 and 
50. The following also apply: 

(a) Circulation spaces, including door circulation spaces, may be overlapped. 
(b) With the following exceptions, fixtures shall not encroach into circulation spaces: 

(i) The washbasin may encroach into the WC circulation space in accordance with Figure 43 and 50. 
(ii) ‘deleted’ 
(iii) The washbasin may encroach into the circulation space of the door in accordance with Figures 
51(A) and 51(B). 

NOTE: An example of an overlapping circulation space in a sanitary compartment is shown in Figure 52. 
Clearances beneath the washbasin shall be in accordance with Clause 21.3 and door circulation spaces shall be in 
accordance with Clause 13.3 (AS 1428.1-2009) modified in accordance with Item (b)(ii) or (b)(iii) of this Clause, if 
appropriate. 
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SLIP RESISTANCE OF RAMPS & WALKWAYS 
    

Table 6  

Recommendations extracted from Table 3 of HB 197  

Pendulum Classification  Ramp Classification  

External Walkway    W     R10  

External Ramps     V     R11 
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NCC GENERAL NOTES: 

For the purpose of the Building code of Australia, vol. 1 2019, the development may be described as follows:- 

1.  Classification - NCC 'part a3.2'           the building has been classified as a 'class 1b' building,  

2.  Rise in storeys - NCC 'part c1.2'         the building has a rise in storeys of one. 

3.  Effective height - NCC 'part a1.1'      the building has an effective height of zero i.e. less than 25.0 metres. 

4.    Climate zone - NCC 'part a1.1'         the building is located within Climate zone 4. 

 

ACCESS & EGRESS: 

1.    Clear & unambiguous directional signage to be provided as required as per as1428.1, as1428.2 & as1428.4.  

2.     Tactile ground surface indicators must be provided to warn people with vision impairment that they are 

approaching a stairway, a ramp or threshold ramp. Tactile indicators to be type b in accordance with 'as 1428.4', & 

'specification d3.6' of the NCC, vol. 1, 2018. 

3.     A continuous accessible path of travel & any circulation spaces shall have a slip-resistant surface. The 

texture of the surface shall be traversable by people who use a wheelchair & those with an ambulant or sensory 

disability. 

4.     Abutment of surfaces shall have a smooth transition. Design transition shall be 0mm. construction 

tolerances shall be as follows: 

--             0 ±3 mm vertical 

--             0 ±5 mm, provided the edges have a bevelled or rounded edge to reduce the likelihood of 

tripping where carpets or any soft flexible materials are used on the ground or floor surface— 

--             the pile height or pile thickness shall not exceed 6mm and the carpet backing thickness shall not 

exceed 4mm; 

--             exposed edges of floor covering shall be fastened to the floor surface & shall have a trim along the 

entire length of any exposed edge; & 

--             at the leading edges, carpet trims & any soft flexible materials shall have a vertical face no higher than 

3mm or a rounded bevelled edge no higher than 5mm or above that height a gradient of 1 in 8 up to a total maximum 

height of 10mm. 

--             matting recessed within a continuous accessible path of travel— where of a mat or carpet type 

material, shall have a fully compressed surface level with or above the surrounding surface with a level difference no 

greater than 3mm if vertical or 5mm if rounded or bevelled. 

5.      Clearances around doors to be in accordance with as1428.1-2009  

 


